## 2 mm BOARD STACKER SEMis

## SPECIFIGATIONS

For complete specifications see www.samtec.com?TW Insulator Material Black Liquid Crystal Polymer C US Terminal Material Phosphor Bronze Plating:
Sn or Au over $50 \mu^{\prime \prime}$ $(1,27 \mu \mathrm{~m}) \mathrm{Ni}$ Current Rating: $3 \mathrm{~A} @ 80^{\circ} \mathrm{C}$ ambient Operating Temp Range: $-55^{\circ} \mathrm{C}$ to $+105^{\circ} \mathrm{C}$ with Tin; $-55^{\circ} \mathrm{C}$ to $+125^{\circ} \mathrm{C}$ with Gold RoHS Compliant: Yes

## Processing:

Max Processing Temp:
$230^{\circ} \mathrm{C}$ for 60 seconds, or $260^{\circ} \mathrm{C}$ for 20 seconds $3 x$ Lead-Free Solderable: Yes

Mates with:
CLT, SQT, SQW, ESQT, TLE, SMM, MMS, TCSD


Note: This Series is non-standard, non-returnable.

Also Available
2mm Shunt
See 2SN Series.

## Surface Mount

See previous page.

## Low Profile

See TMM Series.

## Right Angle

See TMM Series.



